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Abstract

A status review of the experimental and computational

work performed to support the X-33 program in the area of
hypersonic boundary-layer transition is presented. Global

transition fronts are visualized using thermographic phos-

phor measurements. Results are used to derive transition
correlations for "smooth body" and discrete roughness data

and a computational tool is developed to predict transition

onset for X-33 using these results. The X-33 thermal pro-
tection system appears to be conservatively designed for

transition effects based on these studies. Additional study is
needed to address concerns related to surface waviness. A

discussion of future test plans is included.
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List of Symbols

heat-transfer coefficient, lbm/ft2-sec

= q/(Haw-Hw) where Haw=H2
reference heat-transfer coefficient from Fay-Ridell

theory for sphere stagnation point

total enthalpy, BTU/lbm

roughness element height, inch
model reference length from nosetip, inch
freestream Mach number
heat transfer rate, BTU/ft2-sec

freestream unit Reynolds number, l/ft

momentum thickness Reynolds number
Axial, lateral, and vertical distances, inch

angle of attack, deg

boundary layer thickness, inch
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Subscripts

aw adiabatic wall condition

e condition at local boundary layer edge
eft effective

inc incipient
tr transition onset
w surface condition

2 condition behind normal shock

Introduction

The X-33 program serves as a technology demonstration

for development of a heavy-lift reusable launch vehicle
(RLV). l In this capacity, the program should yield the

basic technical and operational data to build and fly the
RLV and insure its success. X-33 is envisioned as a one-

half-scale prototype with full traceability of the design to the
RLV. Consequently, the program faces critical design deci-

sions of the nature expected for the full-scale RLV. Taken

as a whole, the X-33/RLV program is fast-paced and ambi-

tious project.

Following a Phase I competition for X-33, Lockheed-

Martin Skunk Works was awarded the program to continue
into Phase II and toward construction and flight of the vehi-

cle. Rohr, Inc has primary responsibility for the thermal

protection system (TPS) design as a subcontractor to Lock-
heed. The program is an industry-led effort in partnership
with the U. S. Government in which NASA is tasked with

supporting design and development of the vehicle through

formal agreements. This paper covers a task agreement to
study laminar-to-turbulent transition on the X-33 vehicle as

part of that framework. It is best viewed as a work-in-

progress since final design work on the X-33 remains to be
completed. Results from studies completed as part of this
task are included along with a discussion of ongoing efforts.

Transition Issues for X-33

Laminar-to-turbulent transition on any hypersonic vehi-

cle influences the thermal protection system (TPS) and the

allowable flight trajectories. As a result, vehicle weight,

payload capacity, and mission are directly affected. Unfor-

tunately, the uncertainty in predicting transition onset is
often cause for overly conservative designs and reduced

performance. This is a well-recognized problem that is no
less evident for X-33. Also, because transition does not



scale with body size, the stated goal of traceability from

X-33 to RLV cannot be absolutely achieved. At most, these
transition studies can help design the vehicle at hand (i.e. the

X-33) and help develop the techniques to apply to RLV.

Transition effects on the TPS design and performance of
RLV remain to be determined.

The onset of transition on any flight/reentry vehicle is

dependent on factors such as body shape, surface roughness,

and flight profile. Other less predictable effects (e.g., vibra-
tion, environment) can also play a role. A "zeroth-order"

assessment of factors under the designers' control is useful

to isolate problem areas and to direct focused studies. A
discussion of these in relation to the current X-33 configu-
ration follows.

Body shape

One distinguishing feature of the Lockheed X-33 vehicle

(Fig. 1) is the "lifting body" shape. This blunt wedge-like

vehicle resembles a class of slab-delta wings which have

been widely studied over the last four decades. Many in-
vestigations have shown varying degrees of crossflow and

significant movement of attachment lines over the windward
surface depending on sweep angle and angle of attack. Both

factors could play a role in transition on X-33. Although

this vehicle shape has been maintained throughout develop-
ment, it has evolved through several configurations to im-

prove the aerodynamic design. The configurations pertinent

to this work are listed in Table 1 along with a note of the

major changes to the outer mold lines.

Figure 1. Lockheed X-33

Aerodynamic surfaces on the X-33 vehicle include

canted fins, twin vertical tails, and dual body flaps for

pitch/roll control. Elevons on the fins add additional lat-
eral/pitch control. Deflection of any control surface is a

likely source of windside transition due to the adverse pres-

sure gradient and shock discontinuity introduced at the com-

pression (for supersonic speeds). The likelihood of transi-
tion occurring on deflected body flaps and fin elevons led

the X-33 designers to assume turbulent-level heating every-
where in these areas. Given this assumption, transition on

control surfaces was excluded from this study.

Table 1. Lockheed X-33 configurations

Revision Major Change

D-Loft

Rev C

Rev F

Configuration from Phase 1

Changes in nose shape, 37° fin dihedral

20 ° fin dihedral, larger body flaps, Rev C

forebody

A similarity between the X-33 and Shuttle Orbiter exists
in that both vehicles descend at angles of attack near 40 deg.

Flowfields around each vehicle are dominated by the effec-

tively blunt shape which gives rise to similar boundary-layer
edge conditions on the windside (e.g., Me between 1.5 and

2.0). Knowledge derived from Shuttle experience should

prove useful for transition studies on X-33.

Surface

Advances in materials and structures have enabled

Lockheed/Rohr to propose a unique system of composite
metal panels over the windward surface for thermal protec-

tion. Panels vary in size depending on body location and are

installed in an overlapping manner to eliminate inter-tile

gaps and fillers. A sketch of the herringbone installation
pattern of the panels on the windward surface is given in

Fig. 2. A carbon composite is employed on the nose cap, fin

leading edges, and elevators where the metallic TPS pro-
vides insufficient protection. Thermal protection of the

wind-side body flaps is provided by ceramic tiles. The
leeside surface is protected with an AFRSI blanket material.

Nosec.ap-
/ Carbon/carbon

_.'_,><._, "_,_-. -.. Leading edge-_._i_:_.._, :,--. Carbon/carbon

Gear- _-_2:_:_-_:_c:_i:_;,?)_'?_. t -.: _:_:t;_J_"
Metallic _._ _}..'._,._,:j.__ ;i '_'--_:-".;.4-:_-t_:}J-'._L._

__ "*".. "...... Metallic
Flap- .._,-_...... ',: Windward body/Fin-
Ceramic Metalhc

Figure 2. Windward surface TPS

Although the manufacturing and operational advantages
of the X-33 TPS are substantial, these benefits must be

measured against aerothermodynamic effects on transition

and localized heating. Step discontinuities from a paneled

(tiled) construction expose the flow to distributed roughness

elements and potential adverse effects. Steps between ad-
joining materials and around doors introduce discrete

roughness elements and the same concerns. Any single gap

or step can trigger transition in the discrete sense, while the



distributionofdiscontinuitiesoverthesurfacecouldproduce
transitionthroughacompoundingeffect.Thesituationis
verysimilarto aconventionalceramictile system,suchas
usedonShuttle,whereroughnessdominatesthetransition
process.

AnadditionaleffectontransitionnotpresentonShuttle
relatestothermalexpansionofametallicTPSthatisaptto
occurforX-33.OverlappingconstructionoftheX-33tiles
allowsforexpansion;however,therapidheatingpulseas-
sociatedwith X-33 trajectoriesis predictedto produce
bowingofthesurfacepanels.Theresultisadditionalsur-
faceirregularitiesbestcharacterizedasa"wavywall".The
degreeof bowingin thesurfacepanelscanvaryoverthe
surfaceandthetrajectorydependingonthetileexposure.
Naturally,thepanelsmostproneto bowingarein high
heatingregionsnearthenoseandleadingedgesorchines.

A remainingareaofconcernfortransitionontheX-33is
theleesideflow. Largesurfaceroughnessandflowdistur-
bancesassociatedwithventsanddoorsledLockheed/Rohr
to treattheleesideasfully turbulentfor theTPSdesign.
Thus,nostudyof leesidetransitionwasundertakenin this
work.

Trajectory

Flight requirements for a successful X-33 program are var-
ied but include suborbital flights up to Mach 8 and Mach 15.

During development, flight trajectories have changed with
modifications of vehicle configuration and as constraints

were met. However, the TPS design was based on the most
severe of the early trajectories and has remained essentially

fixed. This trajectory (designated "Malmstrom-4 (Old)") is

illustrated in Fig. 3.
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Figure 3. Malmstrom-4 (Old) trajectory

On ascent, the freestream Reynolds number based on
vehicle length decreases to a value of 2 x 10 6 around

190,000 ft as shown in the figure. It is assumed that turbu-

lent flow will prevail until this point. At higher altitudes
(lower Reynolds number) the flow is assumed to laminarize

and then transition back to turbulence during descent. Dur-

ing this phase, angle-of-attack ranges up 45 deg over a large

portion of the trajectory. Heating rates on ascent are not
predicted to reach a critical level; however, the reverse is
true on descent. If transition of the windward surface

boundary layer to turbulence occurs during the portion of

the trajectory where peak heating is anticipated, then the
increased heating would excede the TPS limits. The ne-

cessity to delay the onset of transition is obvious.

Approach

Since the design of a vehicle's shape, structure (TPS and

weight), and flight trajectory are mutually dependent on flow
transition and each other, an integrated process is preferred

to achieve a final design. In practice this process is difficult

to accomplish because it is time consuming and expensive,

so the designer is faced with accepting assumptions to
minimize lag in the design cycle. The problem is accentu-

ated by the short-term, fast-paced nature of X-33. Neverthe-

less, a plan for including transition effects in the design

cycle was developed as outlined below.

In assessing the TPS for X-33, a decision was made by
Lockheed/Rohr to use a "worst case" trajectory for the TPS

design with the knowledge that turbulent heating could be
managed if it occurred below a certain Mach number and

altitude range. Using the Malmstrom-4 (Old) trajectory (see

Fig. 3) for this purpose, turbulence was assumed to occur
below Mach 10 on descent. Since this design point was

used as the basis for TPS sizing, a primary task was to verify

that the assumption regarding transition onset was valid. To

accomplish this task, the vehicle shape was assessed using

the Reo/Me correlation parameter to determine whether
"natural" transition would occur below Mach 10, then an

assessment of typical transition "by-pass" mechanisms such

as roughness, waviness, etc. was undertaken. If these studies
showed that transition onset was conservatively estimated,

then margins could be established for the TPS design. If

roughness or other mechanisms invalidated the original
assumption on transition onset then the TPS design could

not be "fixed" a priori and a means to incorporate the new
transition information would be needed.

This later scenario is similar to the Shuttle experience

where a minimum roughness could not be obtained and
criteria to predict roughness-induced transition were re-

quired. Extensive wind tunnel testing and correlation of

roughness effects (in terms of Re0/Me vs. Rek) were per-
formed to establish this criteria for Shuttle. 2'3 Post flight

analysis of Shuttle data have refined the correlation to make
the models useful in regular operations. 4 Similar opportu-

nities exist for X-33. In planned flight tests, the vehicle

trajectories will start benign and gradually grow more severe
as the flight envelope is expanded. Data obtained during

flight will help develop the transition models further,

thereby validating the design at each stage and creating more
accurate models for operational use.



In summary,the designprocessfollowedby Lock-
heed/Rohrdetermined the approach taken in the present
work. The specific steps needed were to determine the

allowable roughness and assess whether other effects (e.g.

waviness) invalidated the original estimate of transition

onset. Development of a method to predict transition that
could be coupled in the design cycle followed later. Details

of the experimental and computational methods used to

accomplish this work are given in the next two sections.

Results of the experimental tests and computational analyses
follow last with a discussion of the important findings.

Experimental Methods

Experiments for the present work were conducted in the
NASA Langley Research Center (LaRC) 20-Inch Mach 6

Tunnel. The tunnel is a hypersonic blowdown facility that

uses heated, dried, and filtered air as the test medium. Typi-
cal operating ranges for stagnation pressure are 30 to 500

psi, stagnation temperature from 760 ° R to 1000 ° R, and

freestream unit Reynolds number from 0.5 to 8 million per
foot. Nominal freestream Mach numbers range from 5.8 to
6.1. The tunnel has a 20.5 by 20-inch test section. Micol 5

provides a more detailed description of this facility, along
with performance characteristics.

All measurements were performed using a two-color

relative-intensity phosphor thermography technique to en-
able optical acquisition of the test data. 6'7 .8 With this

technique, silica ceramic wind-tunnel models are slip
casted 9 and coated with a mixture of phosphors which fluo-

resce in two regions of the visible spectrum (red and green)
when illuminated with ultraviolet light. The fluorescence

intensity is dependent on the amount of incident light and
local temperature of the phosphors. By acquiring fluores-

cence intensity images of an illuminated model exposed to

the wind-tunnel flow, surface temperature maps can be cal-
culated on portions of the model in the camera's view. A

temperature calibration of the system conducted prior to the

test provides the data needed to convert the two-color im-
ages to temperature. Acquiring images (temperatures) at
different times in the wind-tunnel run enables local heat

transfer to be computed. Comparisons of heat transfer
measurements using conventional thin-film resistance

gauges and the thermographic phosphor technique have
shown excellent agreement.l°

In routine use of this technique, the phosphor coating

(-0.001 inch thick) has proven robust and does not typically

require refurbishment between runs. This technique, which
has been widely used at LaRC, offers two distinct advan-

tages over conventional test methods. Foremost, the meas-

urements provide a quantitative resolution of global tem-
peratures and heating unlike discrete gauge measurements.

In addition, the model construction, testing, and data reduc-

tion can be performed significantly faster and cheaper than

other techniques allow. The global resolution and rapid
testing this method allows were particularly important in the

present work in order to study transition fronts on a complex

three-dimensional vehicle in a timely and efficient manner.

Computational Methods

Computation of surface heating and flow properties for
this work was performed using a coupled inviscid/boundary-

layer technique. Comparison of surface heating predictions
with experimental measurements is useful for assessing the

flow state (laminar, transitional, or turbulent) while the flow

properties are needed to compute the parameters used in

transition correlations. Calculations were performed using
the LAURA II and DPLUR 12 codes to provide the external

inviscid flowfields. Surface properties were extracted from
these solutions to provide conditions for the LATCH _3

(boundary-layer) calculations.

The LAURA (Langley Aerothermodynamic Upwind

Relaxation Algorithm) code uses a finite-volume shock-

capturing approach to solve high-speed viscous and inviscid
flow problems. The algorithm incorporates a novel point-

implicit relaxation scheme to obtain solutions efficiently on

multi-processor computers. The code has been applied to a
full range of hypersonic vehicles and flight conditions in
routine use at LaRC. Like LAURA, the DPLUR (Data-

Parallel Lower-Upper Relaxation) code is a finite-volume,

shock-capturing algorithm for the steady-state solution of

both inviscid and viscous flow fields on structured grids.

The LATCH (Langley Approximate Three-Dimensional

Convective Heating) code uses an engineering technique to

calculate heating on three-dimensional reentry vehicles.

LATCH is based on the axisymmetric analog and uses ap-
proximate integral methods for general three-dimensional

boundary layer results. It has been shown 13 to be in very
good agreement with both experimental and Navier-Stokes
results.

Results and Discussion

This section summarizes the results of the X-33 transi-

tion studies to date. Since a large number of tests were

required, only selected data are presented to highlight the
most important information. Table 2 summarizes the full

range of experimental tests performed.

Table 2. Transition tests completed in the LaRC 20-1nch
Mach 6 Tunnel

Revision ct, deg Re x 10 .6/ft Tests

D-Loft 20, 25,30 2.0-8.0 Smooth body
35, 40, 45

D-Loft 20, 30 0.5-6.0 Discrete rough-
40 ness

Rev C -5, 0 1.0-6.0 Leeside, yaw,

20,30,40 smooth, fin trips



In the phosphor images presented herein, the color con-

tours represent surfilce heat-transfer ratios inferred from the

measured temperatures. _ The ratios in each case are ob-

tained by normalizing the experimental results by a stagna-

tion-point value (hi R) computed using the Fay-Ridell rela-

tion H on a sphere with the model nose radius. On the con-

tour scale, red colors indicate higher heating (temperatures)

while the cooler surfaces tend toward blue.

For tests in the LaRC 20-Inch Math 6 Tunnel, the ratio

of surface temperature to total fl'eestream temperature is

approximately 0.6 for an uncooled model. Temperature

ratios for the X-33 vehicle in flight range from 0.25-0.35 for

conditions near Mach 10. This difference in temperature

ratio is thought to have a small effect on the transition re-

suits. Unpublished data_5obtained in the LaRC 15-1nch

Math 6 High Temperature Tunnel (with temperature ratios

around 0.4) have shown no effect on transition when com-

pared to test results from the LaRC 20-Inch Math 6 using an

identical test model. In addition, the computations for Shut-

tle in Ref. 2 showed that Re_/M_ at a given location was only

slightly effected (-5:,k) by cooling for temperature ratios

between 0.15 and 0.42. Similar trends are assumed for the

present data.

Coupled LAURA-DPLUR/LATCH solutions are used in

all cases to obtain the flow parameters needed for transition

correlations. It should be noted that using coupled invis-

cid/boundary-layer solutions in this manner restricts appli-

cation of correlations derived herein to similar methods.

They should not be used with Navier-Stokes type solutions

as these methods are known to give different boundary-layer

edge properties. Appropriate models could be derived using

those other methods to obtain the correlating parameters.

Smooth Body

Shortly after the X-33 Phase II program was awarded, an

effort was initiated to map the transition behavior on the

Lockheed concept. At the time, the most current configura-

tion was the D-Loft and so a series of tests were designed to

test this vehicle. Due to test section and Reynolds number

constraints in the LaRC Mach 6 Tunnel a decision was made

to build and test only the forward 70% of this configuration

to maximize the likelihood of forebody transition. Ten-inch

models were constructed on a 2.2C/c scale of the vehicle.

The resulting shape included the entire vehicle forebody up

to the root of the canted fin. With no aflerbody/appendages

and no applied surface roughness, this model was consid-

ered the baseline smooth body.

In the mn matrix, freestream Reynolds number was var-

ied from 2 x 10 _' to 8 x 10 _'/fl while angle of attack was var-

ied from 20 to 40 deg (with one run at 45 deg). Thermo-

graphic phosphor images were obtained at each run condi-

tion to capture the global transition patterns. The results

showed transition to move forward on the body with increas-

ing Reynolds number; however, an unexpected behavior was

observed with angle of attack. Figure 4 illustrates this be-

havior by comparing the images fOR angles of attack of 30-

and 40-deg at a constant Re = 6 x IO"/ft.

a) _=30 deg

b) t_=40 deg

Figure 4. Effect t_f angle of attack on D-L_ft "',smooth"

.fi_rehodv transition fi_r M=6 and Re=4x lO_'/ft

A distinctive transition pattern with two lobes of high

heating (one on each side of the centerline) is evident at the

lower angle of attack. At 40 deg, the transition front appears

as a single parabola shape symmetric about the centerline.

Comparing images across the whole range of incidence

showed a consistent tJ'end. Namely, two transition flonts

began outboard and coalesced into a single parabola shape

as the angle of attack was increased. The existence of the

two-lobed fl'ont is suggestive of a crossflow induced transi-

tion such as that examined on a swept wing in Ref. 16.

Comparison of oil flow measurements in the present tests

also supported a crossflow transition since inflow was seen



to occur at the lower angles of attack whereas the effect was

relieved at higher incidence. Finally, using flowfield solu-

tions from the LAURA code for the case at 30 deg to com-
pute crossflow Reynolds numbers showed qualitative

agreement with the location of the fronts although the com-

puted values were not of the order typically reported (20-30
as compared to 200-250).

To obtain a smooth-body value of Re0/M_ for the X-33,

computed contours of this ratio were compared against the
experimental transition fronts. Results from the coupled

inviscid (LAURA/DPLUR) and boundary-layer (LATCH)

codes were used for this comparison. Contours of Re0/M,.

on the forebody exhibited a parabolic shape similar to the

transition front measured at high angles of attack which
supported its use as a correlating factor. At low angles of

attack, the computed Reo/M_ contours remained parabolic
and did not predict a two-lobed front. This is not surprising

because none of the parameters in the con'elation could

account for crossflow transition to a significant degree. In
these cases, a parabolic fairing of the two-lobed fiont was

used to give an average value.

Figure 5(a) illustrates how experimental transition points

were extracted from the global image by using slices of the

image data ("cut-lines") to produce normal heating plots.
Transition onset was located at the point where heating

departs from the laminar trend. Performing this procedure

for a number of axial and longitudinal "cuts" yielded the
discrete transition points shown in the figure. Matching

these points with the computed contours shows agreement

with a value of Reo/M_ = 300 on the symmetry plane in this

case (Fig. 5(b)). Applying this process to all test conditions

yielded values between 250 and 325 as illustrated in Fig. 6.

An average value of Reo/M_ = 285 was chosen to represent
this data and give a constant "smooth body" ratio. In com-

parison to the Shuttle, this ratio is larger than that estab-
lished 2 using ground-based data (150-225) but is in agree-
ment with recent tests on a smooth Shuttle model in the

LaRC Mach 6 Tunnel. 17 The smaller Re0/M,. ratios ob-

tained from previous ground-based Shuttle measurements
have been attributed to noise disturbances in the tunnels

which caused early transition on the aft end. The large

Re0/M,_ ratios in the present results suggest that noise may
be less of a factor in these transition tests.

Roughness

The smooth-body transition criterion (Re0/M_ --- 285)

provided an upper bound on the parameter since transition

would tend to occur at lower values if roughness effects
caused an earlier transition. For X-33, a value of

RealM,.=250 was eventually chosen as the transition crite-
rion based on a conservative view of the smooth-body ratio

and experience from Shuttle. This number also agrees with

the value that occurs for X-33 in flight at M=I0 at a location
where x/L--0.8 on the windward centerline. This is the same

trajectory point where the flow was assumed to transition

when the TPS was designed. To insure that transition
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would not occur earlier, a correlation between Reo/M,, and

roughness was needed to determine a maximum roughness

height.

Berry, et al.: presented a correlation of wind-tunnel data

which related Reo/M_ with k/8 for isolated roughness ele-

ments on the Shuttle Orbiter. A similar approach was used
to obtain a correlation for X-33 in the present study. The

method described in Ref. 17 was to apply raised square

patches of varying thickness at discrete surface locations to

determine the "'incipient" and "effective" transition Rey-
nolds numbers. Transition was inferred using the phosphor

thermography technique and an incipient value was found at

the highest Reynolds number that maintained laminar flow.
An effective value was determined at the minimum Rey-

nolds where the transition front was fixed at the roughness
element. Tunnel conditions were varied fi'om run to run to

locate the incipient and effective Reynolds numbers.
Roughness elements were fabricated from 0.0025-inch

Kapton tape which could be stacked in mt, ltiple layers to

provide thickness variation. Tests with the Kapton tape
showed it to be easily applied, non-detrimental to the phos-

phor coating, and robust to shear and heat stresses.

Figure 7 shows the locations of the discrete roughness
elements on the X-33 mtxtel. Note that this is an identical

10-inch forebody model to that tested for the smooth body

parameter. Five axial locations on the symmetry plane were
selected for the trips (labeled A-E in the figure). The square

tape elements were applied with a diagonal aligned with the

symmetry plane (i.e., one corner facing forward) which has
been shown to be the most effective orientation for tripping

the boundary layer. Tests were performed with three rough-

ness heights (0.0025, 0.005, and 0.0075-inch) at each of the
five locations for 20, 30, and 40 deg angles of attack. A
limited number of runs were made with trips at multiple
stations and the total test matrix numbered 174 runs.

x/L

", L=IO inch "

8 0 15 0 30 0 50 0,69

Figure 7. Forebody model for discrete roughness tests

A typical result from these tests for a single combination

of trip height (0.005-inch), location (x/L=0.50), and angle of

attack (40-deg) is presented in Fig. 8. The phosphor image
shown in Fig. 8(a) illustrates transition at an effective Rey-

nolds number and subsequent turbulent spreading due to the

applied roughness in this case. The line plot shown in Fig.

8(b) gives the experimental heating rates along the symme-

try plane for a range of Reynolds numbers.

a) Thermographic Ifll:_.s'phor image/br Re=4.. 3xlO /'tt

1o¢

0.6 _ +44 :::

Re = 20x10 I/_

0.2 Re= 34 x 10 b/It

(x/L)t,,p= 015
0.0

0.0 0.2 0 4 0.6 0.8 .0

x/L

b) Centerline heat tran._/_'r rates

Figure 8. Result.s"frm_l discrete roughness test with
k=O.O05 inch at M=6, or=40 deg

This figure can be used to characterize the trip effective-

ness for a given trip height as a function of Reynolds num-
ber. For example, at the two lowest Reynolds numbers, the

trip is seen to have no effect on the downstream heating and

the levels appear to remain laminar. At the next higher
Reynolds number (2.2 x 10_' fit), the trip causes nansitional

heating of the downstream flow. Therefore, the incipient
value lies between these two numbers (i.e. 1.9 x 10_'/ft and

2.2x 10¢' /ft). This intermediate value was determined by



assumingtransitionbehavedsimilarlywithReynoldsnum-
berforall tripshavingthesameheight.Comparingtrends
within this similar group provided a Reynolds number de-

pendence that enabled an estimate of the exact value. An
incipient Reynolds number of 2.0 x 10_'/ft was estimated for

the case shown in Fig. 8. An effective Reynolds number of
3.4 x 10_'/ft was determined in a similar manner by searching

for the condition which yielded fully turbulent flow just

downstream of the trip. Incipient and effective Reynolds
numbers for each combination of parameters (trip height,

location, and angle of attack) were obtained following this
procedure.

Computing ReJM_ and boundary-layer thickness at each
trip location for all effective and incipient Reynolds number

pairs provided the necessary information to draw a correla-

tion between transition and roughness. Figure 9 shows the

resulting data which displays a generally well behaved trend

in terms of Re0/M_ vs. k/8. A correlation of the form

ReJM_=C(k/8) -I, where C=45 for incipient and C=60 for

effective, gives a conservative fit to the data. From this

figure, flow conditions on the model remained laminar be-
low the incipient curve, while above the effective curve the

turbulent wedge was fixed at the roughness element.
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Figure 9. Roughness transition correlation

The incipient curve shown in Fig. 9 provided a basis for

determining allowable roughness heights on the X-33. The

maximum roughness height was fixed by choosing a ratio of

Re0/M_ where transition is assumed to occur and computing
the boundary layer thickness to determine k. Roughness

height less than the maximum should be negligible while

larger values begin to cause transition Using the X-33

criterion (Reo/M_=250) in this manner gave k/_i = 0.2. Ap-

plying this constraint to the calculated boundary layer at the

Mach 10 design point yielded the allowable heights shown

in Fig. 10. Comparison of the allowable heights to the
manufacturing tolerances on X-33 revealed that the rough-

ness constraints were easily met (except possibly near the fin
root). Therefore, it appeared that roughness effects would

not invalidate the transition criterion and transition estimates

used in the TPS design were conservative.

Windward surface k, inch

0.50

0.10

0.01

Figure 10. Allowable roughness height.s" on windvide for

( Reo/M+.),_= 250

Full Body Tests

Because the smooth- and rough-body investigations were

limited to the forebody, thermographic phosphor tests for
the full vehicle (forebody, fins, body flaps) were performed

on a 10-inch 1.32% scale model of the Rev C configuration.

The possibility of early transition on the fins (relative to the
body) and the general effects of yaw and body flap deflec-
tions were concerns to be addressed. A select number of

tests (-50) were completed to investigate these issues for the
conditions shown in Table 2.

Although some differences in nose shape exist between
the D-Loft and Rev C configurations, the baseline (smooth-

body) transition for the Rev C models was found to occur at

the same length Reynolds numbers. This con'esponds to a

location further aft on the vehicle compared to the previous
experiments due to the smaller scale. Matching transition

front with computed values of Re0/M_ on the Rev C model

indicated a smooth-body ratio of 285 as shown in Fig. 6 for

the test at ct=30 deg. This is in agreement with the smooth
forebody result discussed previously for the larger D-Loft

model. However, some evidence was found to suggest that
body flap deflections served to damp transition when it

occurred near the vehicle aft end. More detailed study is

needed to quantify this effect and better determine the after-

body influence (if any). Additional tests of the baseline

model at 30-deg angle of attack and 2-deg yaw showed only
slight asymmetry of the surface heating and no adverse af-

fect of the sideslip on transition for Reynolds numbers up to
6 x 10a/ft. In all, none of the effects from this set of results

showed significant differences with previous tests.



Regionsonandaroundthecantedfin wereof concern
fortheTPSbecauselargeroughnessdueto stepsbetween
panelsisexpectedin thearea.Also,athypersonicspeeds
thevehicle'sbowshockliescloseto thesurfaceandinter-
actswiththeprotrudingfins.Strongbow-shock/wing-shock
interactionwouldbeexpectedto introducetransitionon
boththefin surfaceandleading-edgeattachmentline.This
occursontheShuttleOrbiternearmidspanandisthoughtto
causetransitionto appearfirston theoutboardwingsur-
face._s Smooth-bodytestswiththefullconfigurationindi-
catedthattransitionwouldbeginonthewindwardcenterline
priortothefinforallconditionstested.Thus,earlytransi-
tiononthefin doesnotappeara problemfor thesmooth
body.

Toassessroughnesseffectsonthefin,asetofqualitative
testswereperformedwith discreteroughnesselements
(Kaptontape)appliedatthelocationof expectedjointsand
gapsinthewingrootandleadingedge.FigureI I showsthe
locationof theseelementsonthemodel.TestsatReynolds
nvmbersfrom1x 10_'to 4x 10_'/itandanglesof attackof
20-and30-degwereperformed.Tripheightsof0.075inch
weretestedatlocationsnumbered1.5,and8, individually
andsimultaneously.Anadditionaltripwiththesameheight
wasplacedonthewindwardcenterlineatthe30%stationto
obtainarelativecomparison.

mol_o scabe)
Kapton 1rips

k:o O75 _nch 8

Windward surface

L=I 0 inch

Figure 11. Discrete roughness elements
on ,fin

Fig. 12 shows a full body phosphor image for a test at

30-deg angle of attack and Re=4.4 x 10_'/It with all three

trips applied. This result is typical of all measurements
made during that series of runs. None of the cases showed

high heating evenly distributed over the fin which might
indicate rapid transition along the attachment line due to the

roughness. At most the roughness produced heating
"streaks" behind the elements as shown in the figure, in

contrast, the roughness element on the vehicle forebody

consistently acted as an effective trip during the same run.

From these qualitative measurements, it appears that the fin

region is no more sensitive to roughness than the forebody.

Figure 12. Thermo£raphic phosl_hor image with rou,g,hness

onfin at M=6, o(=30 de_, Re=4.4xlO_',q}

Bowed Panel and Future Tests

As discussed in the introduction, bowing of the TPS

panels is predicted to occur during the descent period and a

potential exists for the resulting "'wavy wall" to promote
early transition. This occurrence has not been accounted for

in the TPS design and is a significant open question. Tests
to establish the importance of panel bowing for X-33 are

planned, but no results are currently available. In prelimi-

nary efforts, several wind tunnel models incorporating an
array of bowed panels of various heights were constructed.

An 80-deg slab-delta wing geometry was used to address

model design issues and demonstrate fabrication techniques
associated with a "wavy wall". A rapid prototyping tech-

nique was used to build resin stereolithography (SLA)
models which served as patterns to cast the actual ceramic

wind tunnel models. It was demonstrated that panel heights
down to 0.O03-inch could be successfully captured on the

model surface without resorting to more conventional ma-

chining techniques. The resulting bowed-panel ce,'amic

models possessed some degree of surface roughness inherent
to the SLA technique. No attempt was made to eliminate the

roughness for that test series. Results from that preliminary

investigation clearly showed the wavy surface introducing
disturbances into the flowfield. While no conclusions re-

lated to X-33 could be drawn, those tests did reinforce the

need to assess this effect.

In designing the bowed-panel experiments for X-33,

three panel heights were selected for study: 0.002, 0.004,
and 0.006-inch. The smallest height is approximately in

geometric proportion between the wind-tunnel model and
full-scale vehicle. The ratio of panel height to boundary-

layer thickness is also approximately matched between the
wind-tunnel and a flight condition near Mach 10. Placement

of surface panels on the model is designed to simulate areas
where the most severe bowing is expected. In the test plan,



threesetsof panels located in the nose and forward chine
region will be tested individually and simultaneously in an

effort to better understand any effects that might be meas-

ured. At present, the X-33 resin models with the bowed

panel arrays have been constructed. Efforts to eliminate the
roughness associated with the SLA technique have been

successful for these models. Analysis of the experimental

data will likely follow the procedure used by Goodrich,
et al._ to correlate distributed roughness tests on Shuttle.

In future testing, the smooth body, roughness, and full

body studies will be repeated using the Rev F configuration
to assess changes from the D-Loft and Rev C vehicle. Initial

screening will be done to determine the extent that the shape
changes alter the results obtained previously and all tests

will be repeated if necessary.

Transition Function

The experimental transition work presented in this paper

has supported the use of an ReJM_. criterion to predict

transition onset for X-33. The simplicity of this result has
enabled development of a numerical tool which predicts
whether transition occurs at a station on the windwm'd cen-

terline for a given altitude, velocity, and angle-of-attack

condition. Coupling this tool with trajecto_2¢ simulations
should enable modifications of the flight profile to be made

while still honoring the transition and TPS design con-

straints. Consetwatism in the design could be assessed and
possibly reduced as a result.

The transition tool is based on a database of numerical

simulations which cover the range of freestream and angle of
attack values expected during flight. For X-33, a domain

was selected where altitude ranged from 30 to 80 km for

freestream velocities between I and 5 km/s and angles of
attack between 0 and 40 deg. A total of 275 flow solutions

were computed for discrete combinations of these parame-

ters. Each calculation was done using the LATCH code to

provide a disuibution of Reo/M_ along the windward center-

line. Since LATCH requires edge properties from a full
flowfield solution, it was necessary to make an approxima-

tion for the approach to be tractable. This was done using a
single inviscid flowfield solution from LAURA or DPLUR

at each angle of attack for all altitudes and velocities. This

approximation is valid for all altitudes since the inviscid

solution is independent except when real gas effects are
important. It is valid for all velocities if the Mach number is

large (~ 10 or greater) since the shock shape and normalized

pressure distributions are nearly invariant. To extend the
validity for X-33, the inviscid solutions between 20- and

40-deg angle of attack were done for Mach numbers around

10 and around 6 for angles between 0 and 15 deg. Real gas
effects were included by doing equilibrium air calculations

at the high Mach number and perfect gas at Mach 6. It
should be noted that these inviscid solutions are tailored to

the design trajectory. Solutions at different conditions

(e.g. low Mach number at high angle of attack) could cause
inaccurate results for large dispersions.

A numerical function that uses the database of solutions

was developed to provide the final transition tool. The

function was derived by simple interpolation of the data to

locate the altitude that transition occurs at a specified body

point for all combinations of velocity and angle of attack.
Figure 13 shows the function using the X-33 transition cri-

terion (Re0/M_:=250) and a point at x/L--0.8. The result is a
fairly planar three-dimensional surface which separates
laminar flow above from transitional/turbulent flow below.

In practice, the function can be used to signal transition
by plotting a trajectory in this space and locating the point

10 0 0 _1

Figure 13. Transition suo"ace

where it pierces the surface as shown in the figure. A com-

puter routine that returns this intersection point was devel-
oped for integration with trajectory simulations. Families of

surfaces have been generated by choosing different values of

Reo/M¢ and transition movement (based on the criterion) has

been predicted by using different body points in the interpo-
lation.

Summary

Wind tunnel tests have shown that a correlation based on

Re0/M_ predicts the smooth body transition on the X-33

forebody. A constant value of Re0/M¢ _ 285 was derived
from this work. To accommodate roughness, a series of

tests were used to correlate Re0/M,_ with roughness height

(khS). A final value of ReffM_ = 250 was chosen as the

transition criteria for X-33 based on the smooth body tests
and Shuttle experience. This value also matches the ratio

expected to occur in flight at the point where transition was

assumed when the TPS was designed. Given this trajectory

point and the correlation, an allowable roughness over the
vehicle was determined.

The roughness of the actual vehicle is expected to fall

below the allowable values except in the wing root and
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leadingedgeregion;however,qualitativetestsof large
roughnessinthoseregionsdidnotrevealcauseforconcern.
Thus,thetransitionpointassumedfordesignof theTPS
appearstobeconservativeforthetestsperformedtodate.

Additionalteststo determinetheeffectof distributed
roughnessdueto a "wavywall"frombowingof theTPS
panelsareplanned.Thiseffectisamajorunansweredques-
tionatpresent.Repeattestsofthesmoothbodyanddiscrete
roughnessmodelsarealsoplannedusingthelatestvehicle
configuration.A final assessmentof transitiononX-33
awaitsthecompletionofthesetests.

Basedonthesmoothbodyanddiscreteroughnessre-
sults,anumericalfunctionwasdevelopedtoprovideasim-
pletransitioncriterionforX-33.Thefunctionis usefulfor
additionalsystemstudiesandshouldenablethedesignerto
furthertailorthcTPSandtrajectorydesign.
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